










SECTION 3: INSTALLATION

Female 1.5” thread Male 1.25” thread

Male 2” thread

(Unit will ship with this 
opening pre-connected to 

the twist handle that opens/
closes the drain)

(IMPORTANT: Unit will ship with this opening capped off - plumbing 
will need to be re-configured if using a gravity drain setup.)

(Unit will ship with this 
opening pre-connected to an 
elbow �tting that attaches to 

the discharge pump.)

Drain Specification

Item 
Number Description

1 O-Ring, Plunger

2 Ferrule, Coupling Nut
3 Nut, Coupling for Twist Drain
4 Gasket, 3 1/2” Face Flange
5 Flange, 3 1/2” Face
6 Strainer, 3 1/2” Snap-in Removable
7 Plunger, Lever and Twist Drain
8 Rotary Waste Valve Twist Handle
9 Adapter, 2” NPT x 1 1/2” NPT

Drain Exploded Diagram
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Internal Tub Reference Photos
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SECTION 3: INSTALLATION
Backflow Prevention

DOUBLE CHECK VALVE INFORMATION
American Faucet & Coatings Corporation (PART #19.10.007)

Each pedicure tub comes with a dual backflow preventative device pre-installed. 
This device utilizes two (2) 15mm check valves that are certified to ANSI/NSF 61 
and ASME A112.18.3 (see detailed specification from manufacturer on the next 
page)The ASME A112.18.3 standard, in Section 8.1.1, indicates that “there shall be 
at least two backflow prevention devices, in series”. The double check valve shown 
below, installed on the tub supply valve, fulfills this requirement. The 2 check 
valves are installed in series and operate independently, per the standard.The 
placement prevents backflow into both the hot and cold supply lines.

*see next page for detailed specification and 
certification information

DOUBLE CHECK VALVE PLACEMENT

Hot & Cold 
Supply Lines

Supply line to 
tub fill/sprayer

Double Check 
Valve
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DOUBLE CHECK VALVE INFORMATION
American Faucet & Coatings Corporation (PART #19.10.007)

DOUBLE CHECK VALVE PLACEMENT

Does the tub have backflow prevention?
Yes - see pages 10-11 for backflow prevention details.

Do I still have to install backflow prevention on my main water supply line?
This is entirely dependent on your local and/or state codes. A licensed plumber with knowledge of 
your local and/or state codes can answer this question for you. 

Do we need to install a p-trap?
Check with the licensed plumber performing the install. It is dependent on your drain location.

Can you provide a letter to my city inspector stating my electrical and/or plumbing setup is 
acceptable?
Unfortunately not. In this document, we have provided all the information that a licensed plumber 
and electrician would need to perform the proper install that adheres to local and state codes. Living 
Earth Crafts does not have knowledge of all local and state codes and therefore is not qualified to 
advise on individual setup questions. If an inspector has questions about how your plumbing and/
or electrical is being set up, you will need to contact your plumber and/or electrician.

Does the Contour have GFI/GFCI built in?
There are no GFI/GFCIs built in to the system - we require a GFCI protected grounded circuit to 
supply power to the Contour.

Frequently Asked Questions
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Contact Us
Living Earth Crafts 
990 Joshua Way
Vista, CA. 92081
(800) 358-8292
(760) 597-2155 Int’l
(866) 449-8872 fax
info@livingearthcrafts.com

Hours of operation:

Monday - Friday 
8:00 a.m. to 5 p.m. PST

Saturday - Sunday
Closed

Visit us online at: livingearthcrafts.com

Join us on
Facebook

Follow us on
Twitter

Connect with us
on Linked In


